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BOÄ TIEÁP ÑAÁT LÖU ÑOÄNG HAÏ THEÁ DUØNG CHO DAÂY BOÏC CAÙCH ÑIEÄN

LV EARTHING EQUIPMENT FOR INSULATED CABLES

Boä tieáp ñòa bao goàm (Equipment consits of):

1. Ñaàu keïp caùi (Female plugs)

- Ñoä beàn ñieän aùp 4KV

(Dielectric withstand 4KV)

- Ñaàu keïp ñöôïc xieát bôûi bu-loâng ño löïc

(Clamping control by a dynamometric bolt)

- Khaû naêng keïp daây töø 12mm ñeán 20mm.

(Clamping capacity: 12mm to 20mm)

2. Ñaàu noái ñöïc (Male sockets)

- Bao goàm 5 ñaàu ñöïc (socket) coù khoùa ñeå keát noái vôùi Ñaàu keïp caùi.

(Included 5 Male sockets with locking bayonet for plugging into

Female plugs)

- Caùc Ñaàu noái ñöïc ñöôïc lieân keát vôùi nhau baèng daây tieáp ñòa (daây

ñoàng meàm boïc caùch ñieän) coù tieát dieän 25mm
2
, chieàu daøi giöõa caùc

Ñaàu noái laø 80cm. Ñaûm baûo caùch ñieän vaø kín nöôùc.

(The sockets are linked by insulated 25mm
2

copper cable

(insulated flexible copper) with 80cm length. Insulation insure and

watertightness)

3. Daây tieáp ñòa (Earthing cable)

- Daây tieáp ñòa (daây ñoàng meàm boïc caùch ñieän) coù tieát dieän 25mm
2
,

chieàu daøi 1m.

(Earthing cable is insulated 25mm
2

copper cable (insulated flexible

copper) with 1m length)

- 01 ñaàu jack (bayonet contact pin) ñöôïc lieân keát vôùi Daây tieáp ñòa

ñeå keát noái vôùi Ñaàu noái ñöïïc (Socket)

(01bayonet contact pin is linked by Earthing cable to connect with

Socket)

- 01 Keïp tieáp ñòa baèng ñoàngï, daïng chöõ C ñöôïc lieân keát vôùi Daây

tieáp ñòa, coù khaû naêng keïp ñöôïc coïc tieáp ñòa coù ñöôøng kính töø 5 -

30mm.

(01 bronze earth clamp (C type) is linked by Earthing cable,

Clamping capacity: 5 to 30mm earthing rod)

 Phuï kieän keøm theo (Accessories)

- Höôùng daãn söû duïng (Manual instruction)

- Bao ñöïng duïng cuï (Carrying bag)

 Tieâu chuaån aùp duïng / Application

standard

- HN 33-S-63: 1998; TCVN 3624: 1981

ÖÙng duïng: Boä tieáp ñòa löu ñoäng duøng ñeå tieáp ñòa cho daây daãn haï theá boïc caùch ñieän treân khoâng.

Khaû naêng chòu doøng ñieän ngaén maïch ñeán 4kA/1s

(Application: LV Earthing equipment for earthing on overhead bundle conductors, Maximum fault current

4kA/1s)
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