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BOÄ TIEÁP ÑAÁT LÖU ÑOÄNG AUTOCLAMP TRUNG THEÁ

MV EARTHING EQUIPMENT - AUTOCLAMP

ØØ2. Daây tieáp ñòa (Earthing cable)

- Daây tieáp ñòa (daây ñoàng meàm boïc caùch ñieän) coù tieát dieän 25mm
2

Earthing cable (insulated flexible copper), setion 25mm
2

- Coù 03 ñoaïn daây, moãi ñoaïn daøi 1,5 m, moãi ñaàu ñoaïn daây coù cosse eùp ñeå baét noái vaøo 1 ñaàu keïp.

Consits of 03 Earthing cables, each setion with 1,5 m length, at end of cables are pressed by copper lugs to fix on

clamps.

3. Saøo vaø giaù ñôõ (Telescoping stick and Clamp adapter)

- Giaù ñôõ thaùo laép ñaàu keïp vôùi ñaàu moùc daïng chöõ U, vaø coù khôùp noái loaïi raêng cöa vaïn naêng ñeå keát noái vaøo ñaàu saøo

thao taùc.

Clamp adapter used to install and remove clamps, U shape head and Universal base to connect with Telescoping stick.

- Saøo caùch ñieän trung theá (löïa choïn mua theâm) daøi khoaûng 02 m, ñoä daøi boä phaän caùch ñieän ≥ 1m, chieàu daøi thu goïn

khoaûng 1,2m, ñaàu saøo coù keát noái loaïi raêng cöa vaïn naêng vaø chòu taûi cao.

Telescoping stick (additional option) with high strength, 02 m length, insulated length ≥ 1m, retracted length: 1.2 m, the

universal end fitting on insulated top section.

ØØThoâng soá kyõ thuaät (Specification):

- Ñieän aùp laøm vieäc: trung theá

(Operation voltage: Medium voltage)

- Khaû naêng chòu doøng ñieän ngaén maïch ñeán 8,3kA/1s

(Short circuit current 8,3kA/1s)

Boä tieáp ñòa bao goàm (Equipment consits of):

1. Ñaàu keïp (Clamps)

- Ñaàu keïp laøm baèng hôïp kim nhoâm, loaïi keïp moû vòt. Moãi ñaàu coù 2

vò trí noái ñaàu cosse ñeå coá ñònh cho 2 tieáp xuùc noái giöõa 2 daây vaø ñaàu

keïp.

Aluminium alloy clamps, duckbill-type. Each clamp included 02

positions for fixed connecting 02 insulated flexible copper cables.

- Ñaàu keïp coù theå keïp ñöôïc caùc loaïi daây vôùi tieát dieän  240mm
2

Clamps capable of clamping for conductors  240mm
2

- Coù 4 ñaàu keïp cho 1 boä tieáp ñòa, 04 ñaàu keïp ñöôïc gaén lieân ñoäng,

xeáp choàng leân nhau.

Equipment consits of 04 clamps, 04 clamps are interlink and stacking

each other.

- Khoái löôïng 1 ñaàu keïp: 0,56 kg

Weigh of clamp: 0,56 kg

 Phuï kieän keøm theo (Accessories)

- Höôùng daãn söû duïng (Manual instruction)

- Bao ñöïng duïng cuï (Carrying bag)

 Tieâu chuaån aùp duïng/Application standard

- IEC 1230; TCVN 3624: 1981

ÖÙng duïng: Boä tieáp ñòa löu ñoäng chuyeân duøng cho vieäc tieáp ñòa nhanh choùng treân löôùi ñieän trung theá.

(Application: Earthing equipment for earthing on MV overhead line with autoclamp and release fast clamping)
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